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TO ORDER CALL 804834-4115

Sturdi-Built Greenhouse Manufacturing Co.  has specialized in residential greenhouses for over 60
years. Quality accessories play an important role in successful and enjoyable greenhouse gardening. With

the input of our customers, we have assembled high -quality, dependable accessories that are important to
set up an effective greenhouse. Call us to discuss your specific greenhouse needs.

We reserve the right to change our prices at any time and to substitute any accessory of equal or greater
quality in the event that the original accessory is not available.

Ventilation and Circulation - Page 3
Proper ventilation provides air exchange for plants and Cooling through evaporation is

Evaporative Air Coolers - Page 5

How EVAPORATIVE COOLING works

helps prevent greenhouse overheating. Roof vents are efficient. Evaporative coolers draw —
best for ventilating residential size greenhouses because hot air through wet pads. Water —
they provide natural, gentle venting, quiet operation and evaporates from the pads,
are automated. Vents in the end or side supplying cool, humid air to your .
walls alone are not enough, but work greenhouse. HOTORY Y
well with roof vents. Exhaust fans are

easy to add and automate, but tend to

Instruments - Page 4
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dehumidify a greenhouse. A greenhouse
also requires interior air circulation. We
recommend continuous, 24/7 air
movement fi in winter to prevent mold
and mildew, and in summer to prevent

excessive heat build -up.

Propagation - Page 4
With good bottom heat,
propagation is easy and fast. Heat

mats are great for supplying heat \ g g
to plants in containers, seed flats,

etc. Soil warming cables are

another means of supplying heat -

to soil.

Heating and Cooling - Page 5
Heat a greenhouse with electric, natural
gas or LP. Electric heaters are easy to
install and require no venting. 240 volt
heaters are more efficient than 120 volt
and are available with moisture resistant
thermostats. Thermostats found in

22222} designedtogo onthe outside of your greenhouse.

Instruments such as a thermometers,

hygrometers and moisture  -resistant thermostats should be used
in a greenhouse. Thermostats should control a wide temperature
differential, turning the heat on at a set temperature and turning

off 4°to 30° higher (or the reverse for  cooling thermostats).

Humidity and Watering - Page 6

Every greenhouse needs water. Usually a
spigot with a coil hose and watering wand is
sufficient, but needs will vary with the plants
you are growing. Humidity is important for your
plants and varies as seasons change. Warm
weather requires higher relative humidity while
cold weather needs lower relative humidity. Often, simply wetting
the greenhouse floor periodically is all that is needed to maintain
adequate humidity. If additional humidity is needed, consider
adding humidifying equipment.

Shade Cloth - Page 6

Adequate shading is important. During sunny weather,
greenhouse plants must be protected from sunburn and
overheating. Our shade cloth is hemmed with grommets,

Lighting and Timers - Page 7

cheaper 240 volt heaters and most 120 Sturdi-Built offers complete, ready to use lighting -

volt heaters candét handl e humisydtems,including lamps designed for you to \\ *
greenhouse conditions. A 120 volt heater usually can hang, plug in and turn on. ’
heat a small greenhouse but should have a separate %

Benches and Shelves - Page 8
Create an arrangement of benches and

Natural Gas and LP gas heaters are available for larger shelves that will function perfectly for your

greenhouses and often can heat even when there is no ” 1 needs.

power. They should be properly vented and equipped

with an accurate thermostat.

heavy duty, moisture resistant thermostat.
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VENTILATION

CIRCULATION TO ORDER CALL 80B34-4115

AUTOMATIC ROOF VENT OPENERS

Passive solar vent openers are
ideal for roof vents. They
automatically adjust ventilation
according to temperature. No
electricity required. The vent
starts to open between 60°
and is fully open about 20°F

- 75°F

above the starting temperature.
Operation is completely silent. Designed for hinged
vents weighing up to 32 Ibs. Power tube warranty is 2
years. One black wind strap included.

BAYLISS MK?S . . . $88

BAYLISS MK?S Triple Spring . . . $95
Replacement Power Tube . . . $40

Additional Wind Strap for Windy Conditions . . . $10

WALL MOUNT, THREE SPEED OSCILLATING FANS

These quiet oscillating fans
mount on your greenhouse
wall. Fan rotates 90° or can be
locked in position. Tilt head to
direct air flow up or down.
Three speeds. Motor
warrantied for 1 year. 120V.

L 2VFLOODWLQJ )DQ
L 2VFLOODWLQJ )DQ
L 2VFLOODWLQJ )DQ

AUTOMATIC EXHAUST FAN VENTING SYSTEM

Vent warm air from your greenhouse to pull in cooler,
outside air. Includes a shuttered fan (to be mounted in
one end of your greenhouse), an air intake shutter

ROOF VENT SCREEN KIT

Keep unwanted pests out of

your greenhouse with a roof vent
screen kit. This kit is designed to
fit all Sturdi -Built greenhouse roof
vent openings. Mounted from

the inside, it allows vents to
operate freely. Accommodates
installed automatic vent

openers.

Roof Vent Screen Kit. . . $160

(mounted in the other end), and a thermostat for
automatic control. Starting temperature range is 30° to
90°F. 120VAC.

For approximate CFM requirement, divide total
greenhouse cubic foot volume by 1.5. For larger
greenhouses, consider two or more fans. For fans and

shutters, frame square openi
For Sturdi-Built greenhouse customers, redwood
mounting frames are included.

FAN INTAKE SHUTTER THERMOSTAT

JALOUSIE WINDOW KIT

This louvered window installs easily
in greenhouse walls. Provides extra
ventilation. Works best in conjunction
with roof vents. Includes screen.

Jalousie Window Kit . . . $265

JALOUSIE WINDOW KIT FOR DOOR

Installs in the upper part of your
greenhouse door. Provides extra
venting without having to open the
door. Can be installed in existing
greenhouse doors.

Specify door size when ordering.

Fan/Size CFM Price
M 520 $450
M 650 $480
M 870 $930

Jalousie Window Kit for Doors . . . $280

Variable Fan Speed Control, 3 AMP . . . $45

Use this variable fan speed control in
conjunction with your exhaust fan
system to control the humidity levels in
your greenhouse.
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